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(1) In accordance with a written set
of procedures for nondestructive test-
ing; and

(2) With personnel that have been
trained in the established procedures
and in the use of the equipment em-
ployed in the testing.

(c) Procedures for the proper inter-
pretation of each weld inspection must
be established to ensure the accept-
ability of the weld under § 195.228.

(d) During construction, at least 10
percent of the girth welds made by
each welder during each welding day
must be nondestructively tested over
the entire circumference of the weld.

(e) All girth welds installed each day
in the following locations must be non-
destructively tested over their entire
circumference, except that when non-
destructive testing is impracticable for
a girth weld, it need not be tested if
the number of girth welds for which
testing is impracticable does not ex-
ceed 10 percent of the girth welds in-
stalled that day:

(1) At any onshore location where a
loss of hazardous liquid could reason-
ably be expected to pollute any stream,
river, lake, reservoir, or other body of
water, and any offshore area;

(2) Within railroad or public road
rights-of-way;

(3) At overhead road crossings and
within tunnels;

(4) Within the limits of any incor-
porated subdivision of a State govern-
ment; and

(5) Within populated areas, including,
but not limited to, residential subdivi-
sions, shopping centers, schools, des-
ignated commercial areas, industrial
facilities, public institutions, and
places of public assembly.

(f) When installing used pipe, 100 per-
cent of the old girth welds must be
nondestructively tested.

(g) At pipeline tie-ins, including tie-
ins of replacement sections, 100 percent
of the girth welds must be nondestruc-
tively tested.

[Amdt. 195–22, 46 FR 38360, July 27, 1981, as
amended by Amdt. 195–35, 50 FR 37192, Sept.
21, 1985; Amdt. 195–52, 59 FR 33397, June 28,
1994]

§ 195.236 External corrosion protec-
tion.

Each component in the pipeline sys-
tem must be provided with protection
against external corrosion.

§ 195.238 External coating.

(a) No pipeline system component
may be buried or submerged unless
that component has an external protec-
tive coating that—

(1) Is designed to mitigate corrosion
of the buried or submerged component;

(2) Has sufficient adhesion to the
metal surface to prevent underfilm mi-
gration of moisture;

(3) Is sufficiently ductile to resist
cracking;

(4) Has enough strength to resist
damage due to handling and soil stress;
and

(5) Supports any supplemental ca-
thodic protection.

In addition, if an insulating-type coat-
ing is used it must have low moisture
absorption and provide high electrical
resistance.

(b) All pipe coating must be inspected
just prior to lowering the pipe into the
ditch or submerging the pipe, and any
damage discovered must be repaired.

§ 195.242 Cathodic protection system.

(a) A cathodic protection system
must be installed for all buried or sub-
merged facilities to mitigate corrosion

that might result in structural failure.
A test procedure must be developed to
determine whether adequate cathodic
protection has been achieved.

(b) A cathodic protection system
must be installed not later than 1 year
after completing the construction.

(c) For the bottoms of aboveground
breakout tanks with greater than 500
barrels (79.5 m 3) capacity built to API
Specification 12F, API Standard 620, or
API Standard 650 (or its predecessor
Standard 12C), the installation of a ca-
thodic protection system under para-
graph (a) of this section after October
2, 2000, must be in accordance with API
Recommended Practice 651, unless the
operator notes in the procedural man-
ual (§ 195.402(c)) why compliance with
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